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Erratum to ‘‘Nuclear reactor pulse tracing using a CdZnTe electro-optic
radiation detector’’ [Nucl. Instr. and Meth. A 680 (2012) 97–102]
Kyle A. Nelson a,n, Jeffrey A. Geuther b, James L. Neihart a, Todd A. Riedel a, Ronald A. Rojeski c,
Philip B. Ugorowski a, Douglas S. McGregor a

a S.M.A.R.T. Laboratory, Mechanical and Nuclear Engineering, Kansas State University, Manhattan, KS 66506, USA
b TRIGA Mark II Nuclear Reactor, Mechanical and Nuclear Engineering, Kansas State University, Manhattan, KS 66506, USA
c Nanometrics, Inc., 1550 Buckeye Drive, Milpitas, CA 95035, USA
Unfortunately, during the publishing process some errors have been inserted in the article, without the authors knowing it. We have
listed below the corrections:
(1)
 The email address nuclearengg@gmail.com should have been deleted.

(2)
 In the right column on page 98, fourth paragraph, the constant K needs to be defined. The sentence should read, ‘‘yduring a pulse can also

be calculated using Eq. (5), assuming the reciprocal heat capacity, K, is constant.’’

(3)
 Eq. (3) should read:
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(4)
 In the left column on page 99, second line down, the l should be italicized.

(5)
 In Table 1, fuel is spelled incorrectly in the description of N.

(6)
 At the end of the first paragraph on page 102, the following sentence should be added, ‘‘The peak powers and FWHM’s of the

modified Fuchs-Nordheim, Fuchs-Hansen, and TRIGA data are listed in Table 2.’’
We apologize to the author and to the readers for any confusion that these mistakes may have caused.
02/$ - see front matter & 2012 Elsevier B.V. All rights reserved.
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